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3M™ Betapure™ NTT Series Filter Cartridges and Capsules

The next generation in 
depth filter technology
Betapure NTT series filter cartridges are an advancement 
in depth filtration technology. All polypropylene filters are 
constructed using a design that utilizes flow enhancing  
filter media and an innovative flow pattern. The result is  
an absolute-rated filter with on-stream life that provides  
more cost effective filtration than conventional melt-blown  
filter technologies. 

Betapure NTT Series filter construction
The Betapure NTT series cartridge was designed to provide 
long service life while maintaining a consistent filtration 
efficiency. Betapure NTT series filters achieve this through an 
innovative cartridge design that allows uniform distribution of 
fluid flow and contaminant throughout the entire depth of the 
cartridge. Betapure NTT series filter construction combines 
a polypropylene media with fluid distribution netting to form 
multiple layers. Critically positioned media flow channels allow 
greater movement of fluid from layer to layer. 

Media

Flow distribution channels

Distribution
netting

Features and benefits

Features Benefits

Superior service life As much as 3 times greater dirt holding 
capacity than competitive filters

All polypropylene 
depth filter 
cartridges

Allow for broad chemical and 
temperature compatibility

Ratings from 0.5 to 
70 micron Suit a wide range of applications

Absolute-rated 
performance Allows for consistent filtration quality

Exhibits superior particle retention under increasing  
differential pressure

Applications

Chemical and 
hydrocarbon 
processing

Acids, bleach (sodium hypochlorite), 
polyethylene & polypropylene 
manufacture

Food and beverage

Bottled water particulate and 
turbidity reduction, reverse osmosis 
membrane and spray nozzle 
protection, diatomaceous earth or 
carbon fine trap & beverage blending, 
rinsing and wash water

Fine chemical and 
electronics

Pre-RO filtration of high silt density 
index incoming water, copper sulfate 
plating bath filtration in printed circuit 
board construction

Coatings
Film & paper coatings, lens coatings 
& can coatings, high quality paints 
and ink

Industrial

Chemicals, detergents, and waste 
water, textiles, plating baths, pulp and 
paper, process water & ground water 
remediation

Lithium ion battery 
manufacturing

Lithium ion battery cathode and 
anode slurry filtration
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Betapure NTT series filter construction (continued)

The outer and middle sections contain filter media and fluid distribution netting. 
Within the media layer a portion of the fluid travels through the media while the 
balance of the fluid is delivered directly to the next distribution layer through the  
flow channels. The fluid distribution netting provides longitudinal and latitudinal flow 
paths to evenly distribute fluid flow across the surface of each successive media 
layer, see figure 2.

The difference is performance
Flow channels appear in the outer and middle sections of the filter matrix, as 
seen in the cartridge cut-away. The size, number, and location of the flow  
channels combined with the fluid distribution netting ensure that a uniform  
amount of contaminant is distributed to each layer within these two sections,  
while maintaining a consistent flow.

The number of media flow channels decrease from the outer to middle sections  
to ensure even contaminant loading throughout the entire filter matrix. 

The inner section, supported by a rigid polypropylene core and equal to 
approximately one third of the filter’s depth, contains no flow channels and is  
the final qualifying section ensuring absolute rated performance.

The even distribution of contaminated fluid throughout the depth of the cartridge 
is the key to the Betapure NTT series filter’s long service life, low pressure drop, 
and lower cost of ownership.

Figure 2: Cut-away image of the Betapure 
NTT series filter cartridge showing the 
three sections of media layers and core

Absolute rated Betapure NTT series filters
Consistent filtration performance, time after time, from start to finish is the goal 
of every filter user. Absolute removal ratings for Betapure NTT series filters are 
determined using a filter performance test to comply with the general procedures 
outlined in ASTM STP 975. Solventum defines absolute rating as the particle size (x) 
providing an initial Beta ratio (Bx) = 1000. At this Beta ratio, the removal efficiency is 
equal to 99.9%. Betapure NTT series filter ratings are specified in Table 1.

Your benefit — total filtration cost reduction
The Betapure NTT series filter’s performance and superior life advantage allows 
direct cost savings by reducing the number of filters used. In addition, the resulting 
reduction in filter change-out frequency decreases direct labor and filter disposal 
costs. Betapure NTT series filter cartridges — providing performance and value.

Table 1: Betapure NTT series filter ratings

Grade 
designation

Absolute  
rating (µm)

T005 0.5 
(extrapolated)

T010 1

T020 2

T030 3

T050 5

T100 10

T200 20

T300 30

T400 40

T500 50

T700 70

3
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Betapure NTT series filter applications
Betapure NTT series’ construction provides benefits to customers in a wide range of end-use filtration applications.  
High quality filtration along with total filtration cost reductions are very attractive benefits to customers in diverse industries.

Chemical and hydrocarbon processing
Cleanliness is critical in producing high-quality chemicals, 
petrochemicals, and hydrocarbon products. Betapure NTT 
series filters deliver absolute-rated performance, ensuring long 
service life, consistent quality, and reduced total filtration costs 
in demanding applications. Applications include:

•	 Acids, bleach (sodium hypochlorite)

•	 Polyethylene and polypropylene manufacture 

Food and beverage applications
Increased consumer emphasis on product quality, as well as 
increased government regulation, are driving today’s food and 
beverage industry to ever-finer levels of filtration. Betapure NTT 
series filter cartridges meet this challenge throughout their 
entire service life. Typical applications include:

•	 Bottled water particulate and turbidity reduction
•	 Reverse osmosis membrane and spray nozzle protection
•	 Diatomaceous earth or carbon fine trap
•	 Beverage blending, rinsing and wash water

Certain Betapure NTT series filters are compliant with:

•	 US FDA 21 CFR

•	 EU Food Contact Regulation (EC) 1935/2004

•	 EU Food Contact Regulation 10/2011

•	 Japan MHLW  Food Sanitization Act

•	 Other Food Contact Regulations

Contact your Solventum representative for detailed declaration 
of compliance information for food contact applications.

Fine chemical and electronics
Betapure NTT series filters are ideally suited for electronics 
applications where high-solids-content slurries require 
precise classification to remove large particle counts (LPCs), 
ensuring optimal performance and minimal defects in sensitive 
manufacturing processes. The combination of all-polypropylene 
construction and the filter media provide the perfect filtration 
device for use in wafer manufacturing and semiconductor device 
fabrication. Applications include:

•	 Pre-RO filtration of high silt density index incoming water

•	 Copper sulfate plating bath filtration in printed circuit  
board construction

Coatings
Betapure NTT series filter cartridges are well suited for the 
filtration of high solid coatings where they provide superior life 
while selectively removing the large undesired particles from  
the coating and allowing the smaller desired particles to pass. 
Betapure NTT series applications include:

•	 Film and paper coatings
•	 Lens coatings
•	 Can coatings
•	 Inks/paints

Industrial
Betapure NTT series filter cartridges are ideal for higher dirt 
loads because of the flow characteristics and long service life 
that provide reduced overall filtration costs. Betapure NTT 
series cartridges are used in a broad range of general industrial  
applications that include:

•	 Machine tool lubrication, chemicals, detergents, 
and waste water

•	 Textiles, plating baths
•	 Pulp and paper
•	 Process water and ground water remediation
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Flow rates
Detailed information for calculating flows for water and fluids with other viscosities is 
located in the following table. Use the formula in conjunction with the values from columns 
3 or 4 in table 2. The specific pressure drop values may be effectively used when three of 
the four variables (viscosity, flow, differential pressure, and cartridge grade) are set.

Table 2: Betapure NTT series filter flow rates

Grade Absolute  
rating (µm)

Specific pressure 
drop per 
10" cartridge
(psid/gpm/cps)

Specific pressure 
drop per 
10” cartridge
(mbar/lpm/cps)

T005 0.5 4.5 81.9

T010 1 2.5 45.5

T020 2 0.87 15.9

T030 3 0.44 8.0

T050 5 0.32 5.9

T100 10 0.14 2.5

T200 20 0.065 1.2

T300 30 0.05 0.91

T400 40 0.042 0.76

T500 50 0.029 0.52

T700 70 0.025 0.45

Note: Specific aqueous pressure drop at ambient temperature for a single length equivalent (10"/25.4 cm) 
cartridge. For multiple cartridge lengths, divide the total flow by the number of equivalent lengths. For liquids 
other than water, multiply the specific pressure drop value provided in the table by the viscosity in centipoise.

Clean
∆ p

psi (mbar)
=

(Total system gpm [lpm])  (Viscosity in Cp)  (Value from table)

(Number of equivalent single length cartridges in housing) 

Betapure NTT series filters are also available in convenient, easy to use filter capsules. 
The capsule design is ideal for small scale applications and bench-top evaluation.

Nominal capsule dimensions

Nominal length*
With end connections*

A B

Length (L)
01 5" (12.7 cm) 5½" (14.0 cm)
02 7½" (19.1 cm) 8" (20.3 cm)

Diameter (D)
01

3" (7.6 cm)
02

Width to vent (W)
01

2¾" (7.0 cm)
02

*See ordering guide
Note: Capsules cannot be steam sterilized.

FLOW

D
W

L

Fl
ow
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Capsule flow rates
The following are typical water flow rates for 
Betapure NTT series capsules with 1 1/2" sanitary 
flange connections. Other end connections will 
affect maximum flow rates, see the following table. 
Consult local representative for flow rates for other 
end connections.

Table 3: Betapure NTT series capsules – Maximum recommended flow by end fitting

End fitting Maximum recommended
flow rate (lpm/gpm)

Housing pressure 
loss (psid/kPa)

1 1/2" Sanitary flange 22.7 / 6.0 1.0 / 6.9

1/4" MNPT 5.7 / 1.5 2.4 / 16.6

Figure 3: Flow rates for 21/2" capsules with 11/2" sanitary flanges @ 68°F (20°C)
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Figure 4: Flow rates for 5" capsules with 11/2" sanitary flanges @ 68°F (20°C)
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Ordering guides

3M™ Betapure™ NTT Series Capsule ordering guide

Cartridge type Grade code
rating Configuration Nominal

length
End
connection

O-ring  
option

Packaging
option

NT T005 0.5
T010 1
T020 2
T030 3
T050 5
T100 10
T200 20
T300 30
T400 40
T500 50
T700 70

C – Capsule 01 – 21/2"
02 – 5"

A – �1 1/2" Sanitary flange
B – �1/2" Hose barb
C – 1/4" MNPT

A – Silicone
C – EPR

01 – Single pack

Please note: The ordering guide above is for reference only. Not all combinations are available. Please consult with your Solventum representative to determine the 
appropriate part number for your application.

3M™ Betapure™ NTT Series Cartridge ordering guide

Cartridge 
grade

Length  
(Inches)

Grade code/ 
rating (µm)

Packaging  
option

Support ring 
option End-modification Gasket/o-ring 

material

NT 06   –  5
09  –  93/4
10   –  10
19   –  191/2
20  –  20
291   –  291/4
30  –  30
391   –  39
40  –  40

T005   0.5
T010    1
T020   2
T030   3
T050   5
T100   10
T200   20
T300   30
T400   40
T500   50
T700   70

S – Standard For end 
modification
D, N, R
0 – None

For end 
modification
B, C, F
0 – None 
1 – Polysulfone
2 – �Stainless 

steel

B  –  226 O-ring with spear
C  –  222 O-ring with spear
D  –  �DOE with polypropylene  

end caps
F  –  222 O-ring with flat cap
N  –  Unmodified DOE
R  –  SOE, End cap with spring

For end 
modification  
B, C, D, F, R
A  –  Silicone
B   –  Fluorocarbon
C2 –  EPR
D2 –  Nitrile

For end 
modification  
N, R
G – PolyethyleneB RC NFD

1 Applies to D and N end modifications only.
2 �O-rings C (EPR) and D (Nitrile) are excluded for use in milk  

and edible oils in food contact applications.

Please note: The ordering guide above is for reference 
only. Not all combinations are available. Please consult 
with your Solventum representative to determine the 
appropriate part number for your application.

Certain Betapure NTT series filter cartridges have been tested 
and certified against NSF/ANSI/CAN 61. Contact your Solventum 
representative for additional information.

Cold water only: 
Install this product in accordance with the instructions provided 
by the housing manufacturer.
This product has a minimum flow rate requirement of 6.6 gallons 
per day (25L per day).
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Intended Use: Betapure NTT series filter products are intended for use in industrial, chemical, electronics, and food and beverage filtration applications 
of aqueous and non-aqueous fluids in accordance with the product instructions, specifications and where materials of construction are compatible.

Certain Betapure NTT filter products are compliant for use in Food and Beverage applications. For specific details regarding use or limitations for food 
contact applications please contact your Solventum representative for more information.

Since there are many factors that can affect a product’s use, the customer and user remain responsible for determining whether the Solventum product 
is suitable and appropriate for the user’s specific application, including user risk assessments and evaluation of the Solventum product in the user’s 
application.

Restrictions on Use: Solventum advises against the use of these Solventum products in any application other than the stated intended use(s), since 
other applications have not been evaluated by Solventum and may result in an unsafe or unintended condition. Do not use in any manner whereby the 
Solventum product, or any extractable or leachable from the Solventum product, may become part of or remains in a medical device, drug, cosmetic, 
supplement, infant formula; or in applications involving life-sustaining medical applications or prolonged contact with internal bodily fluids or tissues. 
Betapure NTT series capsule products are not intended for use in food contact applications.

Technical Information: The technical information, guidance, and other statements contained in this document or otherwise provided by Solventum 
are based upon records by Solventum are based upon records, tests, or experience that Solventum believes to be reliable, but the accuracy, 
completeness, and representative nature of such information is not guaranteed. Such information is intended for people with knowledge and technical 
skills sufficient to assess and apply their own informed judgement to the information. No license under any Solventum or third-party intellectual 
property rights is granted or implied with this information.

Product Selection and Use: Many factors beyond Solventum’s control and uniquely within user’s knowledge and control can affect the use and 
performance of a Solventum product in a particular application. As a result, customer is solely responsible for evaluating the product and determining 
whether it is appropriate and suitable for customer’s application, including conducting a workplace hazard assessment and reviewing all applicable 
regulations and standards (e.g., OSHA, ANSI, etc.). Failure to properly evaluate, select, and use a Solventum product and appropriate safety products, 
or to meet all applicable safety regulations, may result in injury, sickness, death, and/or harm to property.

Warranty, Limited Remedy, and Disclaimer: Unless a different warranty is expressly identified on the applicable Solventum product literature or 
packaging (in which case such express warranty governs), Solventum warrants that each Solventum product meets the applicable Solventum product 
specification at the time Solventum ships the product. SOLVENTUM MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, 
INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, 
OR ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR USAGE OF TRADE. If a Solventum product does not conform to this warranty, then the 
sole and exclusive remedy is, at Solventum’s option, replacement of the Solventum product or refund of the purchase price.

Limitation of Liability: Except for the limited remedy stated above, and except to the extent prohibited by law, Solventum will not be liable for any loss 
or damage arising from or related to the Solventum product, whether direct, indirect, special, incidental, or consequential (including, but not limited to, 
lost profits or business opportunity), regardless of the legal or equitable theory asserted, including, but not limited to, warranty, contract, negligence, 
or strict liability.

Solventum Corporation 
2510 Conway Avenue East 
St. Paul, MN 55144-1000

Phone 1-800-243-6894 
1-203-237-5541 
Web Solventum.com

Solventum industrial filtration is now part of  
Thermo Fisher Scientific

© 2025 Thermo Fisher Scientific Inc. All rights reserved. All trademarks are 
the property of Thermo Fisher Scientific and its subsidiaries unless otherwise 
specified. 3M is a trademark of 3M Company. Solventum and the Solventum 
logo are trademarks of Solventum. 70020187202




